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1. Description F=&a7T48

1.1General Description /= gafiiiR

The Red source color devices are made with AlGalnP on Substrate Light Emitting Diode
£15¢ LED H AlGalnP Tt A& A
The L
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1.4Package Dimension &R~
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1. All dimensions units are millimeters. FiE R T8 ANZEXK

3.45

Fig.1-2 Side view U@L &

Fig.1-4 Polarity #&t4

2. All dimensions tolerances are 0.2mm unless otherwise noted.f&4E3AREIN, FIERSTAENRN 0.2 2K
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1.5Product Parameters FE s

Table 1-1 Electrical / Optical Characteristics at Ts=25°C EM 52454

Unit
. Value N
ltem Symbol Test Condition B
E 5= MK 5 Min. Typ Max.
(s/MB) | (BEME) | (&KE)
Forward Voltage v =350mA 18 04 v
(EfEE) F FEssEm ' '
Luminous Flux v IF=350mA 80 130 Im
(HEE) -
Total radiant flux o IF=350mA 250 500 mwW
= = e
($B259Th %) IF=700mA 450 mw
Dominant Wavelength \ - -~ 61
(K D F=350m --- 5 nm
Peak Wavelength \ e oo 620
(H]%{E‘;EZK) D F= 5 m 5 === nm
Reverse Current R YR=5\. 10 A
N = u
(REE7)
Viewing Angle
. 201/2 I[.=350mA 120 de
(RHAE) ?
Table 1-2 Absolute-Maximum Ratings at Ts=25°C #3J &K {E
Parameter (£%k) Symbol (f55) Rating ({8) Units (B1i1)
Power Dissipation P 2400 W
(hEe)_ i
Forward Current | 1000 mA
(EmfE7%) ]
Peak Forward Current | 1100 mA
. FP
(IR
Reverse Voltage
(R AEE) Ve ° v
Electrostatic Discharge
Operating Temperature - 40 ~ 485
(B1ERE)
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Storage Temperature

. . T -40 ~ +85
(1B E)

Junction Temperature
(438

=[A/m

T, 115

Notes &7F:
1. 1/10 Duty cycle, 0.1ms pulse width. Bk3z0.1ms,5=tb1/10.
2. The above forward voltage measurement allowance tolerance is +0.1V. M _EFFREBEMNEIRE +0.1V.

3. The above Dominant Wavelength measurement allowance tolerance is+1nm._EFfREKMEIRE T 1nm.

Ukew T

4. The above luminous intensity measurement allowance tolerance +10%. . {1342

+10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. 1

EREEIMENZAE,

6. All measurements were made underthe standardized environment of Refond. ERFH#EE & FRFIHER |

ENA T &,

7.When the LEDs are in operation the maximum current should-be decided after measuring the package

==

temperature junction temperature should not exceed the maximum rate. LED B85

FHHAE, SRFEEIRAE,
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1.5.1 Bin Range Of Forward Voltage and Luminous Intensity (IF=350mA)EBES
Jt5&453 BIN SEEE(IF=350mA)

Table 1-3
BO Co DO
VF V
1.8-2.0 2.0-2.2 2.2-2.4
FCO FC1 FC2 FC3
80-90 90-100 100-110 110-120
o(lm
FC4
120-130
A00 B0OO Co0
WLD(nm)
600-605 605-610 610-615

1.6 Typical optical characteristics curves BB 454 ghik
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=T T _a=
Fig 1-9 Ts Temperature Vs Forward Current & B3R I (0183745 1 B
:_r ___—5__ _____:Tq_ ’/'-’:?
—_ == = ——=a
R e —

Fig 1-11 Radiation diagram 3§34 14 th4k
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Packaging ~m %

2.1 Packaging Specification g
Package: Max 1000pcs/reel. B2t &% K% 1000pcs.

2.1.1Carrier Tape Dimension & R~

A .
N, N %/ |
BV
/ ———

=V B

2.1.2Reel Dimension &R~

== Table 2-1Reel Dimension HER~F
|
A 14.0X0.5mm
; i
‘\ OJ @ B 178 +1mm
-]
C 59+ 1mm
Y
A D 13.9£0.5mm

Label
Fig.2-2Reel &

Notes &%

The tolerances unless mentioned +0.1mm. Unit : mm3E: KFRAENF0.12XK, RTE: 22X,
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2.4 Reliability Test ltems And Conditions {S#itMHX150H & &4

Table 2-3 Test items and conditions XTI H & &4

Testltems Ref.Standard Test Condition Time Quantity Ac/Re
mB SERE MRS BfiE) wnae BRI
Reflow Temp:260°CmaX )
. JESD22-B106 2times. 10pcs 0/1
Bl T=10 sec
H | Shock -40°C 15min
ermal Shoc
JEITAED-4701 1110s 500 cycles.|  10pcs. 0/1
o 300307
100°C 15min
High Temperature Storage
JEITAED- A Ao
- 4701200201 Temp:100°C 1000hrs. 10pcs. 0/1
Low Temperature Storage
JEEA ED- TompA0°C 1000hrs. | 10pcs. 0/
1KERTE 4701200.202
Life Test Ta=25°C
. JESD22-A108 1000hrs. 10pcs. 0/1
HomiE [F=350mA
High Temperature
High Humidity Life Test | JESD22-A101 | = 00 ¢/ 90%RH—% 4500nrs. | 10pcs. 0/1
[F=350mA
150 i 1 18
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Table 2-4Criteria for judging damage 534 H) E 7 4

www.refond.com
BZ Z 13 (Stock code):300241

Test Criteria For
Test Items Symbol Applicable project
Condition Judgement
= we o ) Y& P E
Wi & FITE tRE
Forward Voltage Reflow
\' [F=350mA <*+10%
BE Thermal Shock
Luminous Flux Maintenance =80% High and Low
® [F=350mA Temperature Storage
Life Test
Lamp Bead Light No open-Circuit short
High Temperature
Test / F=350mA circuit-or flicke
o E High Humidity Life Test
ITER =M T 1a8%. W
Notes &7F:

1.The above reliability tests is based on the verification of a-single/strip'LED of Refond's existing experimental

platform,the reliability experiment was taken under good heat dissipation conditions. when customers applies

the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others.A_ErISEMEMIIXRETFIHFME LW F & 2 F/5% LED 7 RIFEHR

FHRIETHNER. EFWE LED AT S, HERKEREN, &

TGRSR, BEDE. BHAEFRH.

2.The technical information shown in the data sheets is limited to the typical characteristics and circuit examples

of the referenced products. It does not constitute the warranting of industrial property nor the granting of any

license. U ERABIRN A~ RHHEEE, RIEASE, FMENERRABFRAG KBRS BRI,
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3. SMT Reflow Soldering Instructions SMT [2]57 4815 EA

3.1SMT Reflow Soldering Instructions SMT [B]575 4215 EH

Temperature —>

—
o

—
—

25

mp— - Critical Zone

Ramp-up TL to Tp

Preheat Ramp-down

-t 25 to Peak

Fig.3-1SMT-Reflow Soldering Instructions SMT [BI;5t (&35 ER

Table 3-1 SMT-Reflow Soldering Parameter SMT [E;T12 &%

Average temperature rise speedEIFRIEE (Tsmax ETe)

Max 3 °C/ s &&=3 °C/#b

Preheating: minimum temperaturefi#k: SRKEE (Tsmin) 150 °C
Preheating: Max temperature¥if: HeaE . (Tsmax) 200 °C
Preheating: TimeFi##: B/E (Tsmin ETsmax) 60 - 120%)  60s-120s

Time limited to maintain high temperature: the temperaturefRES 445

=8 BE (T

217 °C

BYiE] (t)

Time limited to maintain high temperature: The Time FRES4EiF=3E:

Max 60s FZ%60F)

Peak /Classification of temperature:I&{8 /| 9DZBE (Tr)

260 °C

BiaE] (tp)

Time limit classification of peak temperature timefRESIEE D IBE:

Max 10s &% 10%)
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Hold time within 5 °C with the actual peak temperature (TP) 5SCfR
I&{ERE (Te) HHZE 5°C LIRBIREITE]

Max 30s &% 30%)

Cooling speed FE:EERE Max 6 °C/ s =6 °C/#)
Needed time from 25 °C to Tp 25 °C A ZEI&{E:BEFFETE Max 8 minutes %845
Notes &F:

(1) The number of reflows should not exceed two, and if the time between reflows exceeds 24 hours, the LED
may be damaged due to moisture absorption. [EIFEEREARR LUBIEFR, F/REIFRIEATE)EFRINR BT 24
/NBY, LEDT]REH FIREMR,

(2) When welding, do not press hard on the surface of the gel while the material is hot. /28, REEMFS
ANBAHERERE.

3.1.1 Soldering Iron J&EkIE

(1) When do soldering by hand, keep the temperature of-iron below less 300 less than 3
seconds. & F T IR IEEBNEE X I/NF300°C, B[] Aars8i 370,
(2) Soldering by hand should be done only onetime. FLIRE SR IRIE—K,

3.1.2 Repairing &%+

Repairing should not be done after the LEDs have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be
confirmed in advance whether the characteristics of LEDs will or not be damaged by repairing.

DR s USSR LS

=2 & 2 ] A b= e

LEDELZIR =4
SUFLEDZER B AU,

3.1.3 Cautions JI=EIM

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be impacted on the reliability of the LEDs.

Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use
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the picking up nozzle, the pressure on the silicone resin should be proper. LEDF R NIER, RE
B, ANRERAERASTZMLEDAEY, FILNEMGEmERTiRERY, SERRER, K
RRENEINZIEE/.

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,
do not warp the circuit board. LED }TEAREIFIZEZaRAY PCB [ %
o

(3) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapidly cool device after soldering.[BIifi/EZ /G4 EZiEH, R

BXMEIEISN S, WABREER, BIRIERE, FEXBARILIHESI
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4. Handling Precautions 7= gafd A EHIN

4.1 Handling Precautions F=gafEAEE
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LED mating usage material. This is provided for informational purposes only and is not a warranty
or endorsement. LED TR RN 5 LED SECHMERTTE R U ESYIHRMAARAED 100PPM.XR
— PN, FMEER@EER,
(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine element is required to be less than 900PPM,
the single content of Chlorine element is required to be less than 900PPM, the total content of
Bromine element and Chlorine element in the external materials of the application products is
required to be less than 1500PPM. This is provided for informational purposes only and is not a
warranty or endorsement. /T BRLEZNRY RN LED ERBUSRK LED B9$5fA, FTbIFENRFTRE
HEE, B—HRITESEERKNT 900PPM, BE—StHZSEEK/T 900PPM, RtHE5RTT
REEBHIUNT 1500PPM. XRZ—NEIN, NMEEEImEER,
(3) VOCs (Volatile organic compounds) emitted from materials-used in the construction of fixtures
can penetrate silicone encapsulants of LEDs and discolor when exposed to heat and photonic
energy. The result can be a significant loss of light output from the fixture. Knowledge of the
properties of the materials selected to be used in the construction of fixtures can help prevent
these issues. Refond advises against the use of any chemicals or materials that have been found
or are suspected to have an adverse affect on device performance or reliability. To verify
compatibility, Refond recommends that all chemicals and materials be tested in the specific
application and environment for which they are intended to be used. Attaching LEDs, do not use
adhesives that outgas organic vapor. BEHFELEYR=EFEE LED RS, EBE~EN
?&iﬂE’J,TTfF"F, S LED T, ﬁ'ﬁl_EJZFIEf:E, RH T BRE MR RSB S X L Rl
: e S R T
TN RBE fﬂ]‘ﬁmﬁ’]ﬁﬁ %%Dﬁﬁﬁ%iﬂ, I B INXT R VY R Al M EL#E AT A R o
TENG% LED BtE. BT EMEEss i IR B IR ARG i

TR R E S
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(4) Handle the component along the side surface by using forceps or appropriate tools; do not

directly touch or Handle the silicone lens surface, it may damage the internal circuitry. @3 {# FH1&

ST EMMEERE, AEZRFHURRERBERAERE, ErRESBRIFABER,

Fig 4-1Misoperation 5%

(5) In designing a circuit, the current through each LED must be exceed the absolute maximum
rating specified for each LED. In the meanwhile, resistors—for protection should be applied,
otherwise slight voltage shift will-cause big current-change, burn out may happen. The driving
circuit must be designed to allow forward voltage only when=it is ON or OFF. If the reverse
voltage is applied to LED, migration can be generated resulting in LED damage. &iTEEAK, &
o LED SRR GBI IE IRAE, A, ERERRFRIFEMRE, SN, BV IBEZRRSIRE
RAREREN, ARSETmin. BRIZITUIARIEREEFBHE XA &L I EMBER
T, FERMRE, SUSHF LED,

(6) Thermal Design is paramount importance because heat generation may result in the
Characteristics decline, such as brightness decreased, Color change and so on. Please consider
the heat generation of the LEDs when making the system design. LED BRZ AN B E WA RMIF
PR M s

prA 12

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropyl alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the

package or resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause
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B E A, SRR AR W,Eﬁéﬁjﬁﬁﬁﬁﬁ
SHEFT o

I“%ﬁﬁiTﬁ;ﬁﬁE

Table 4-1Storage 7%

Conditions Temperature Humidity Time
g mE RE B iE]
Within 6 Months From
Before Opening Aluminum Bag
30°C 75% Date
HEH)
Storage 6~ EK
After Opening Aluminum Bag 168hours
30°C 60%
wERE 168/)\B
Baking =24hours
60+5°C <5%
KtkE KT 2406

(8) I If the moisture absorbent material  silica-gel - has faded away or the LEDs have exceeded
the storage time, baking treatment should -be=performed after unpacking and based on the
Sl

following condition 605 and less than 5%RH for above 24 hours.REBES|Ex RS

T n Sl G N S S R e e PR R4, 60 5°C, /NF 5%RH, KT
24 /B,

If the package is flatulence or damaged, please notify the sales staff to assist.tNE@EEHKSav=
B4, IRBRISHE AR hBIRIE,

(9) Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and
Electrical Over Stress (EOS). {s¥f [S8rR #5143 LED MEBEIRGFIEEEHx, T
EMEFBIR.

(10) Other points for attention, please refer to our relevant information. &3 2 E 52 B HEE

REF
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Declare FABH

This specification is written both in English and in Chinese and the latter is formal.
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